
 

 
 

if a wr 
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Phone: 0064 9 837 0897 www.cotec.co.nz 

Technical information given verbally or in writing is based on knowledge and research, given in good faith and believed to be reliable, but no guarantee of accuracy is made or implied. Since methods and conditions of use are beyond  
our control, all merchandise is sold and received subject to the condition that our liability whether express or implied for any defect in quality, or for any lack of fitness for the specified use thereof, is limited to the return of the  
purchase price if a written claim is made within 14 days from the date of delivery. It is recommended that the user makes his or her own tests to determine the suitability of the product for his own requirements.  

Freedom from patent restrictions is not implied.  
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DESCRIPTION:  A high performance water based sealer for porous 
surfaces prior to wall covering or painting. 
 

TYPICAL USES:  Application to interior walls and ceilings, to seal 
problem porous surfaces such as gypsum board, uncoated 
wallpaper, plaster and cement. 
 

PERFORMANCE:  Penetrates and seals gypsum board, damaged 
facing paper, old wallpaper adhesive, uncoated wallpaper, joint 
compound, texture coats, plaster etc, in preparation for paint or 
wall coverings. 
 

The translucent pink colour of SEALZ WALL BOARD SEALER is due 
to a pink marker dye which enables the user to visually assess 
even coverage of product. This dye is unstable in sunlight and will 
fade out to a clear finish over several days. 
 

LIMITATIONS:  Do NOT apply if air or surface temperature is 
below 10oC.  Do NOT use on vinyl wallpaper. 
 

TECHNICAL DATA: 
Resin: Acrylic Emulsion 
Solvent: Water 
Finish: Translucent 
Colour: Milky pink 
Touch Dry (minimum): 30 minutes @ 20oC. 
Recoat Time (minimum): 3-4 hours 
Primer: Not Applicable 
Number of Coats: 1 required  
Dry Film Thickness: 17-26 microns at 12-8 m2/litre 
Wet Film Thickness: 83-125 microns at 12-8 m2/litre 
Durability:  
Thinning and Clean Up: Water.  Do not thin. 
VOC: 29 g/litre  
Pot Life: Not Applicable 
Pack Size: 4, 10 Litre 
 

SPREAD RATE: 
Theoretical Coverage: 8-12 m2/litre/coat. 
Coverage depends on surface profile and porosity. 
 

COMPUTER CODES: 
Sealz Wall Board Sealer 05-165 
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SEALZ WALL BOARD SEALER 
 

SURFACE PREPARATION:   
(Refer to “Surface Preparation and Paint Systems” for full details).  To ensure a successful application all surfaces to be coated must be 
clean, dry and stable.  
 
ALL SURFACES: 
Any mould, moss, algae needs to be treated with a suitable chemical cleaner/inhibitor. 
Ensure surfaces are free from oil, grease and any surface contamination. Use commercial detergent/alkali cleaner.  Ensure substrate is 
dry, prior to application. 
 
NOTE: COMMENCEMENT OF WORK ON A SURFACE MEANS IN GENERAL YOU ACCEPT THAT SURFACE. IF ANY DOUBT ABOUT CONDITION 
ETC. SEEK ADVICE. 
 
APPLICATION: 
BRUSH:  Apply liberally with a good quality brush.  
ROLLER:  Use a 6-10mm nap Dacron roller. 
SPRAY:  Recommend an airless unit.  Pressure 2,500psi max and a tip 413-515. 
 
Stir product thoroughly with a wide paddle prior to application.  
 
DAMAGED GYPSUM BOARD/DRYWALL:  
SEALZ WALL BOARD SEALER prevents bubbles which can form when damaged plasterboard is skim coated with joint compound, and also 
seals torn or damaged facing paper.  Ensure loose paper is removed or sealed back to the surface.  (SEALZ WALL BOARD SEALER can be 
used to stick down torn paper before over coating). 
 
NEW GYPSUM BOARD/JOINT COMPOUND:  
SEALZ WALL BOARD SEALER provides a uniform, moisture-resistant, sealed surface for applying wall coverings, protecting against 
blistering, or tearing when redecorating in the future. 
 
PLASTER:  
Allow new plaster to cure for at least 24 hours before applying SEALZ WALL BOARD SEALER.  
SEALZ WALL BOARD SEALER will prevent lime staining or alkali damage to subsequent coatings. 
 
WALLPAPER ADHESIVE RESIDUE:  
Water based coatings can reactivate old wallpaper adhesive, leading to cracking and peeling.  SEALZ WALL BOARD SEALER is formulated 
to seal in residual adhesive and prevent this from occurring. 
 
TEXTURED FINISHES:  
SEALZ WALL BOARD SEALER will seal textured walls to create a sound, moisture resistant base for subsequent coatings. 
 
Properly sealed surfaces should have a uniform sheen when viewed at an angle. Re-apply to areas that have been missed or 
insufficiently coated. 
 
DO NOT USE SEALZ WALL BOARD SEALER ON VINYL WALLPAPER.  Plasticizers in the vinyl may prevent full cure of the coating, 
resulting in permanent tackiness.  Seal vinyl wallpaper with HI OPACITY PIGMENTED SEALER. 
 
THINNING & CLEAN UP: 
Do not thin.  Clean up in water.  Use a small amount of detergent to aid clean up. 
 
ENVIRONMENTAL:  
DO NOT POUR paint or wash down storm water or water courses.  ALWAYS dispose of in accordance with local Government regulations.  
Soak up spills with absorbent material and dispose of properly.  If spraying use suitable respiratory protection.  Refer to the MATERIAL 
SAFETY DATA SHEET. 
 


